
دانشکده کشاورزی

کارشناس مسئول آزمایشگاهها:

آقای مهندس ابوطالب موسی زاده

مدیر گروه :

 مهرآبادیآقای دکتر محمد



گروه حشره شناسی کشاورزی

:آ زمایشگاههای گروه حشره ش ناسی به شرح ذیل می باشد

فیزیولوژی و سم ش ناسی•

مرفولوژی و کنه ش ناسی•

بیولوژی مولکولی•

و کنترل بیولوژیکاکولوژی•

کشت و پرورش•



بیولوژی مولکولیازآزمایشگاهنمایی 



اهم تجهیزات موجود در  آ زمایشگاههای 

گروه حشره ش ناسی کشاورزی



➢AX70
➢motorized

➢ controlled by digital controller

➢ Brightfielde (BF) observation

➢ Fluorescence (FL) observation

➢ Multi (FL+BF) observation

➢ equipped with a Scion digital 

camera which is connected to a 

computer for image capture

Upright Microscope



Important characteristics:

 Temperature range: 0 °C to 70 °C

 Temperature range with light: 10 °C to 60 °C

 Humidity range: 10 % to 80 % RH

 Adjustable fan speed

Growth-chambers



 Combines automated digital microscopy 
and conventional microplate detection. 

 Cell Imaging Multi-Mode Reader with its 

unique design provides rich phenotypic 

cellular information with well-based 

quantitative data. 

Cytation 3

Cytationدس تگاه افزارنرمتوسطBioTekشرکتساخت3

Gen5جذبخوانشامکان(Absorbance)دراسکنقابلیتبا

با(Luminescence)لومینسانسنانومتر،230-999موجطول

فلورسنسشدتونانومتر300-700موجطولدراسکنقابلیت

(Fluorescence Intensity)700موجطولدراسکنقابلیتبا-

امکانهمراهبهسانتی گراددرجه65دمایتانانومتر200

shakingرایباوربیتالیدبلواوربیتالیخطی،حالتسهبا

خوانشروشوزنونلامپنوریمرجعباخانه384تا6پلیت های

end point،kineticوtime-lapseداردرا.



A monochromator-based UV-Vis 
wavelength selection. 

This equipment offers extended 
options for life science laboratories, 
without utilizing interference filters.

Equipped with 200nm to 999nm 
wavelength range, and a 6 to 384 
microplate reading capacity.

 The device is controlled using the 
Gen5 Data Analysis software

Epoch Microplate Spectrophotometer 



Rotary Evaporator 
with vacuum pump

✓ For the efficient and 

gentle removal of 

solvents from samples 

by evaporation.



✓ Temperature 

application to 

external systems with 

simultaneous 

operation inside the 

bath tank

✓ Heating and cooling 

thermostats with 

temperatures from -40 

up to 200 °C for 

professional use in 

research

Refrigerated Circulator



•Refrigerated 

•Temperature control of rotors

• Speed range 100 to 13 500 rpm

Refrigerated Centrifuge



*Gene expression analysis

*DNA and RNA quantification

*microorganism quantification and 

detection 

Mic Real-Time PCR



Mastercycler Gradient Thermal Cycler 

Steady Slope with Heated Lid and 

Personal Card

❖ Block holds 96 x 0.2ml tubes or one 96-well microplate

❖ Ramping speed: up to 3°C/sec

❖ Peltier thermocycler with a heated lid

❖ Thermal range: 4 to 99 °C

❖ Memory: 99 programs

❖ RS232 and parallel printer port



Dynamic climate chambers

Special features

•Temperature range: -40 °C to +180 °C
•Programmable condensation protection for test material
•Heated viewing window with LED interior lighting
•Intuitive touchscreen controller with time-segment and real-
time programming



Electronic lab stirrers

❖ Powerful stirring 

❖ Best mixing results 

❖ Speed: from 10-2,000 rpm



Temperature controlled shaking

• Rocking motion

• multiple flask size



جهت برش بافت * 
میکرون0/5: حداقل ضخامت برش** 

ساخت ایران*** 

میکروتوم




